
MIC IP fusion 9000i 
1080p@60fps / 120 dB
IP68 / UL Type 6P / NEMA-TS2

All ‘i’ cameras have built-in intelligence

Intelligent Video Analytics
Analysis over large distances
Resistant against shaking
Extreme weather
Intelligent Tracking

FLEXIDOME IP 4000i
1080p@30fps / 88 dB

FLEXIDOME IP 5000i
5MP@30fps / 120 dB

FLEXIDOME IP 4000i IR
1080p@30fps / 88 dB / 30m IR

FLEXIDOME IP 5000i IR
5MP@30fps / 120 dB / 30m IR

DINION IP starlight 
6000i IR

1080p@60fps / 134 dB / 60m IR
IP67 / IK10

AUTODOME IP 4000i 
1080p@60fps / 94 dB
IP65 / IK10

AUTODOME IP 4000i
1080p@60fps / 94 dB
In-ceiling / IP51 / IK6

Moving
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Fixed

AUTODOME IP 5000i IR 
1080p@60fps / 94 dB / 180m IR
IP66

MIC IP starlight 7000i 
1080p@60fps / 120 dB /450m IR*
IP68 / UL Type 6P / NEMA-TS2

* optional illuminator

Moving

Essential Video Analytics
Business intelligence
Advanced intrusion detection
Quick retrieval of data
Alerts when needed

FLEXIDOME IP 4000i 
1080p@30fps / 88 dB
IP66 / IK10

FLEXIDOME IP 5000i
5MP@30fps / 120 dB
IP66 / IK10

FLEXIDOME IP 4000i IR 
1080p@30fps / 88 dB / 30m IR
IP66 / IK10

FLEXIDOME IP 5000i IR
5MP@30fps / 120 dB / 30m IR
IP66 / IK10

DINION IP 4000i IR 
1080p@30fps / 85 dB / 60m IR
IP67 / IK10

DINION IP 5000i IR 
5MP@30fps / 120 dB / 50m IR
IP67 / IK10

AUTODOME IP 5000i 
1080p@60fps / 94 dB
IP66 / IK10

People counting Queuing alarm Enforcing health and
safety regulations

Reliable alerts, 
even in extreme

weather conditions

Video analytics
extremely resistant

against shaking

Video content
analysis over

large distances


